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SEGUÉS, ALWAYS NEXT TO THE FARMER
Maquinaria Agricola Segués, SL offers a self-loading manure spreader SPTA model and a SAL 
fertilizer spreader to provide solutions to small and medium farmers. SPTA Self Loading 
Organic Fertilizer Spreader is a machine designed to eliminate all current fertilizer problems 
with solid fertilizers like FERTILIZER, COMPOST, ETC. ... This tool eliminates the need to load 
fertilizer with other machines, as the locators are lowered to the loading position and allow 
direct loading of fertilizer like a shovel. When the fertilizer is dispensed, the shovel turns into a 
hopper and the locators unfold for fertilization. In addition, with a new vibratory system, it is 
possible to discharge all the material using an integrated Archimedean screw
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TECHNICAL CHARACTERISTICS:

MODEL
TOTAL 

LENGHT 
(mm)

SHOVEL 
LENGHT 
(mm)

WEIGHT 
(kg)

POWER
(Cv)

CAPACITY 
LITERS

SPTA-125 1.750 1.250 320 >40 750
SPTA-150 2.000 1.500 410 >50 900
SPTA-170 2.200 1.700 470 >70 1.000
SPTA-180 2.300 1.800 530 >80 1.100
SPTA-200 2.500 2.000 620 >80 1.250
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FERTILIZER POSITION
 In its working position, the shovel 
turns into a hopper and the locator 

arm is deployed as well as the 
distributor and vibrator element

LOAD POSITION
The folded locator elements load 

the fertilizer directly from the 
ground without the need for 
other machines or operators.

LOCATION OF THE FERTILIZER 
The gate opens a furrow and the 

compost is located inside it. It can 
also be spread by disk or free fall

The SAL line fertilizer spreaders locate the fertilizer in a narrow band on the surface or at a 
certain depth next to the line of plants to be fertilized.
They are preferably used as units mounted on the seeders, in row crops at considerable 
distances (corn, vegetables, etc.)
They have opening harrow at the back from which the fertilizer is deposited, which falls 
through a thick and flexible tube or onto a ramp formed by the bars themselves.
Displacement of up to 30 cm of the locator is achieved to reach the base of the crop. We also 
have center-dose fertilizer spreaders that allow you to attach different implements.

TECHNICAL CHARACTERISTICS:

MODEL
TOTAL 

LENGTH
(mm)

LOCATOR
 OFFSET
 (mm)

WEIGHT 
(kg)

POWER
(Cv)

CAPACITY
LITERS

SAL-400 1.200 300 260 >40 400
SAL-600 1.600 300 280 >40 600
SAL-800 1.900 300 300 >40 800
SAL-1000 2.300 300 340 >40 1000


